SILT FENCE PLAN

Fliter Falric

£
=
H

18

il

Filter Fabric

TMin
FABRIC ANCHOR DETAIL

NOTES:

and site stabilization,

ot least 30 For nonwoven ond 50 for Woveri

e Divection OF Flow

shurhed Ground H0E

Fastener - M, No: 10 Gage Wike

/4 Per Post Required, (Typ:d

1, Temporary sediment fence shall be instolled prisik to any grading work
in the area to ke protected They shall be maintained throughout the
construction perisd snd reroved in conjunction with the final grading

@, Fitter fabric sholl meet the requiremerits of materiol specification
592 Geotextile Table 1 or 2. Class I with equivelent opening: size of

B, Fence posts sholt be elther stendard steel post or wood post with o
minlnum, cross—-sectional area of 30 so: In:

Step 1 D

Step 3 -

T T e

NOTES:

ATTACHING TWO SILT._FENCES

1: Place the end pogt of the second fence inside the end post of the first

fence,

2. Rotate both posts ot least 180 degrees in .o clockwise direction to::create o tight
sedl with the tabric: material.

3. Drive both posts ¢ mifimuni of 18 inches inte the ground and bury the: fiap.
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STABILIZED CONSTRUCTION ENTRANCE PLAN
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Shgle. Post dastgn’ with
3 xi8" x /B stwel tube.

NOTES:
1 Fltter fabric shall meet the requiremerts of moteriol specification

992 GEOTEXTILE, Table I or 2, Closs I, IL or IV ond shell be placed

over: the cleared area prior to the placihng of rock:

BRock or reclolmed concrete shall meet one of the Following IDOT coarse
aggregote pradotion; CA-1, CA-2; £A~3 oF CA-4 ard ke ploced according
to construgtion specification 285 ROCKFILL. using placement Method 1
and Class ITIT compaction,

JAny dralnoge faclitles required because of washing shall be
constructed according to minufocturers specifications,

4If wash racks nre used they shall be Installed according to the
monufecturer's speciflcations.
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STABILIZED CONSTRUCTION ENTRANCE PLAN
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Relnforced Concrete Drain Space
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LOCKABLE REMOVABLE POST DETAIL
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